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SECTI ON 01330

SUBM TTAL PROCEDURES

PART 1 GENERAL
1.1 PAYMENT
No separate paynent will be made for any requirements under this Section
and all costs of inplenentation shall be included in the paynment iten(s)
shown in Section 00010, "SOLICI TATI ON, OFFER AND AWARD ( SF 1442) AND
Bl DDI NG SCHEDULE. "
1.2 SUBM TTAL | DENTI FI CATI ON ( SD)
Submittals required are identified by SD nunbers and titles as foll ows:
SD-01, Preconstruction Submittals
SD- 03, Product Data
SD- 06, Test Reports
1.3 SUBM TTAL CLASSI FI CATI ON
Subnmittals are classified as foll ows:
1.3.1 CGover nment Approved
CGovernment approval is required for extensions of design, critical
mat eri al s, deviations, equipnent whose conpatibility with the entire system
nmust be checked, and other items as designated by the Contracting O ficer.
Wthin the terms of the Contract C ause (Section 00700) entitled
"Specifications and Drawi ngs for Construction," they are considered to be
"shop draw ngs."
1.3.1.1 Desi ghat ed Revi ewers
The organi zation designated to performthe review for approval for itens
requi ri ng Government approval (G is identified by acronymin the (f)
( CLASSI FI CATI OV GOVT OR A/E REWWR) col um on the SUBM TTAL REG STER
Following is a list of the acronyns used and their full description:

AOF = The Resident U S. Arny Corps of Engineers Area Ofice

TSD

Techni cal Services Division, Design Branch, Buffalo District,
U S. Arny Corps of Engineers
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1

1

3.2 I nformation Only

Al submittals not requiring Government approval will be for information
only. They are not considered to be "shop drawi ngs" within the terns of
the Contract Cl ause referred to above.

.4  APPROVED SUBM TTALS

The Contracting Oficer's approval of submittals shall not be construed as
a conplete check, but will indicate only that the general method of
construction, materials, detailing and other information are satisfactory.
Approval will not relieve the Contractor of the responsibility for any
error which may exist, as the Contractor under the Contractor Quality
Control (CQC) requirements of this contract is responsible for dinmensions,
t he desi gn of adequate connections and details, and the satisfactory
construction of all work. After submittals have been approved by the
Contracting OFficer, no resubmttal for the purpose of substituting
materials or equi pnent will be considered unl ess acconpani ed by an

expl anation of why a substitution is necessary.

.5 DI SAPPROVED SUBM TTALS

When a submittal is returned to the Contractor and marked " DI SAPPROVED' or
" APPROVED - SUBJECT TO CONDI TI ONS | NDI CATED, " the Contractor shall make al
corrections required by the Contracting Officer and pronmptly furnish a
corrected submittal in the formand nunber of copies specified for the
initial submittal. |If the Contractor considers any correction indicated on
the submittals to constitute a change to the contract, a notice in
accordance with the Contract C ause (Section 00700) "Changes" shall be
given pronptly to the Contracting O ficer.

6 W THHOLDI NG OF PAYMENT

Payment for materials incorporated in the work will not be made if required
approval s have not been obt ai ned.

PART 2 PRODUCTS (Not Appl i cabl e)

PART 3 EXECUTI ON

3.

1 GENERAL

The Contractor shall submit all itenms listed on the Submittal Register and
specified in other sections of these specifications. The Contracting
Oficer may request submittals in addition to those |listed when deened
necessary to adequately describe the work covered in the respective
sections. Units of weights and neasures used on all subnittals shall be
the sane as those used in the contract drawi ngs. Submttals shall be made
in the respective nunber of copies and to the respective address set forth
bel ow. Each submittal shall be conplete and in sufficient detail to allow
ready determ nation of conpliance with contract requirenents. Prior to
submttal, all itenms shall be checked and approved by the Contractor's
Quality Control (CQC) System Manager and each item shall be stanped
signed, and dated by the CQC System Manager indicating action taken
Proposed devi ations fromthe contract requirements shall be clearly
identified. Submittals shall include items such as: Contractor's,
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manuf acturer's, or fabricator's draw ngs; descriptive literature including
(but not limted to) catal og cuts, diagrans, operating charts or curves;
test reports; test cylinders; sanples; O&M nmanuals (including parts list);
certifications; warranties; and other such required submittals. Submttals
requi ri ng Government approval shall be schedul ed and nmade prior to the
acquisition of the material or equi pment covered thereby. Sanples
remai ni ng upon conpl etion of the work shall be picked up and di sposed of in
accordance with manufacturer's Material Safety Data Sheets (MSDS) and in
conpliance with existing | aws and regul ati ons.

3.2 SUBM TTAL REG STER

See list of attachnments in Section 00100, "I NSTRUCTI ONS, CONDI TI ONS AND
NOTI CES TO BI DDERS" for Submittal Register, listing itens of equi pment and
materials for which submttals are required by the specifications; this
l[ist may not be all inclusive and additional submittals may be required.
The Contractor will also be given the Submittal Register on a diskette that
al so contains instructions on the use of the diskette. Colums "c" through
"f" have been conpleted by the Governnent; the Contractor shall conplete
colums "a" and "b" and "g" through "I" and submt the forms (two (2) hard
copi es plus associated electronic file) to the Contracting O ficer for
approval within 10 cal ender days after Notice to Proceed. The Contractor
shal |l keep this diskette up-to-date and shall subnmit it to the Governnent
together with the nonthly payment request. The approved Submittal Register
wi || become the scheduling docunent and will be used to control submittals
t hroughout the life of the contract. The Submittal Register and the
progress schedul es shall be coordi nated.

3.3 SCHEDULI NG

Submittal s covering conponent itens formng a systemor itens that are
interrelated shall be scheduled to be coordi nated and subnitted
concurrently. Certifications to be submitted with the pertinent draw ngs
shal |l be so schedul ed. Adequate tine (a mninumof 30 cal endar days
exclusive of mailing tinme) shall be all owed and shown on the register for
revi ew and approval. No delay damages or tine extensions will be all owed
for tine lost in late submittals.

3.4 TRANSM TTAL FORM ( ENG FORM 4025)

The sanple transmttal form (ENG Form 4025), listed as an attachnment in
Section 00100, shall be used for subnitting both Government approved and
information only submittals in accordance with the instructions on the
reverse side of the form These forns will be furnished to the Contractor
are included in the QCS software that the Contractor may be required to use
for this contract, or may be copied fromthe attached form This form
shal |l be properly completed by filling out all the headi ng bl ank spaces and
identifying each itemsubmitted. Special care shall be exercised to ensure
proper listing of the specification paragraph and/or sheet nunber of the
contract drawi ngs pertinent to the data submtted for each item
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3.

5 SUBM TTAL PROCEDURES

Subnmttals shall be nade as foll ows:

.5.1 Pr ocedur es

Submittals shall be nade as stipulated in paragraph "Contractor Subnitta
Procedures" of the "SPECI AL CONTRACT REQUI REMENTS" (Section 00800) and as
specified herein. Contractor shall forward four (4) copies of each
submittal to the following Area Ofice

U S. ARMY CORPS OF ENG NEERS

New Yor k- Pennsyl vania Area Office
1776 Niagara Street

Buffal o, NY 14207-3199

.5.2 Devi ati ons

For submittals which include proposed deviations requested by the
Contractor, the columm "variation" of ENG Form 4025 shall be checked. The
Contractor shall set forth in witing the reason for any devi ati ons and
annot ate such deviations on the submttal. The Governnent reserves the
right to rescind i nadvertent approval of submttals containing unnoted
devi ati ons.

.6 CONTROL OF SUBM TTALS

The Contractor shall carefully control his procurement operations to ensure
that each individual submittal is nade on or before the Contractor
schedul ed submittal date shown on the approved "Subnittal Register."

.7 GOVERNMENT APPROVED SUBM TTALS

Upon conpl etion of review of submittals requiring Government approval, the
submittals will be identified as having received approval by being so
stanped and dated. The distribution of approved copies will be as
specified in the Contract Cl ause (Section 00700) entitled "Specifications
and Drawi ngs for Construction.”

. 8 | NFORVATI ON ONLY SUBM TTALS

Normal |y submittals for information only will not be returned. Approval of
the Contracting Officer is not required on information only submttals.

.9 RESERVATI ON OF RI GHTS

The Government reserves the right to require the Contractor to resubmt any
itemfound not to conply with the contract. This does not relieve the
Contractor fromthe obligation to furnish material conformng to the plans
and specifications; will not prevent the Contracting O ficer fromrequiring
renoval and repl acement of nonconform ng material incorporated in the work;
and does not relieve the Contractor of the requirement to furnish sanples
for testing by the Governnent |aboratory or for check testing by the
CGovernment in those instances where the technical specifications so

prescri be.
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3.10 STAMPS

Stanps used by the Contractor on the submittal data to certify that the
subm ttal meets contract requirenents shall be simlar to the follow ng:

CONTRACTOR

(Fi rm Nare)

Appr oved

Approved with corrections as noted on submittal data and/or
attached sheets(s).

SI GNATURE:

TI TLE:

DATE:

-- End of Section --
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SECTI ON 01355

ENVI RONMVENTAL PROTECTI ON

PART 1 GENERAL

1

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

U.S. NATI ONAL ARCH VES AND RECCRDS ADM NI STRATI ON ( NARA)

40 CFR 279 St andards for the Management of Used G|

.2 GENERAL REQUI REMENTS

The Contractor shall devel op an environmental pollution control program and
shal |l performthe work mnim zing environnmental pollution and danage as the
result of construction operations. Environmental pollution and damage is

t he presence of chem cal, physical, or biological elenents or agents which
adversely affect human health or wel fare; unfavorably alter ecol ogica

bal ances of inportance to human life; affect other species of inportance to
humanki nd; or degrade the utility of the environment for aesthetic,

cultural and/or historical purposes. The control of environmental
pol I uti on and damage requires consideration of |and, water, and air, and

i ncl udes managenent of visual aesthetics, noise, solid waste, vibrations,
radi ant energy and radi oactive materials, as well as other pollutants. The
environnental resources within the project boundaries and those affected
outside the limts of permanent work shall be protected during the entire
duration of this contract.

.3 SUBCONTRACTCRS

The Contractor shall ensure conpliance with this Section by subcontractors.

.4 PAYMENT

No separate paynent will be nade for work covered under this Section, and
all costs of inplementation shall be included in the paynent iten(s) shown
in Section 00010, "SOLICI TATI ON, OFFER AND AWARD ( SF1442) AND BI DDI NG
SCHEDULE." The Contractor shall be responsible for payment of al
fines/fees for violation or non-conpliance with Federal, State, and |oca

| aws and regul ati ons.
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1.5 SUBM TTALS

Covernment approval is required for submittals with a "G' designation;
submttals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will reviewthe submttal for the Governnent. The follow ng shall be
submtted in accordance with Section 01330, "SUBM TTAL PROCEDURES":

SD- 01, Preconstruction Submittals
Notice of Intent to Commence Work; G ACF
Notification indicating Contractor's intent to conmence site work.

Preconstructi on Survey

The Contractor shall submit a joint condition survey prior to
starting any onsite construction activities.

Spill Response Plan; G TSD

The Contractor shall furnish for review by the Governnent, not
later than ten (10) days after receipt of the Notice to Proceed, a
spill response plan for each type of contam nant that may be
encountered during the course of the work.

1.6 ENVI RONMENTAL PROTECTI ON
1.6.1 Conpl i ance

No requirenent in this Section shall be construed as relieving the
Contractor of any applicable Federal, State, and | ocal environnental
protection | aws and regul ations.

1.6.2 Permts

The Contractor shall be responsible for operating within the conditions
specified in the Government-prepared environmental protection
docunent ati on, which is included as an attachment to this solicitation. In
particul ar, the Contractor shall be required to display a pernmit poster at
the work site and submit a "Notice of Intent to Commence Wrk" form as

i ndicated in the environnmental documentation

1.6.3 Preconstructi on Survey

Prior to starting any onsite construction activities, the Contractor and
the Contracting O ficer shall nake a joint condition survey after which the
Contractor shall prepare a brief report indicating on a |layout plan the
condition of trees, shrubs and grassed areas inmedi ately adjacent to work
sites and adjacent to the assigned storage area and access routes as
applicable. This report will be signed by both the Contracting Oficer and
the Contractor upon mutual agreenent as to its accuracy and conpl et eness.
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1

6.4 Meet i ngs

The Contractor shall meet with representatives of the Contracting Oficer
as needed for conpliance with the environnental pollution control program

.6.5 Notification

The Contracting Officer will notify the Contractor in witing of any
observed nonconpliance with the previously nentioned Federal, State or

| ocal laws or regulations, permts, and other elenents of the Contractor's
environnental pollution control program The Contractor shall, after
recei pt of such notice, informthe Contracting Oficer of proposed
corrective action and take such action when approved. |f the Contractor
fails to conply pronptly, the Contracting O ficer may issue an order
stopping all or part of the work until satisfactory corrective action has
been taken. No tine extensions shall be granted or costs or danmages
allowed to the Contractor for any such suspensions.

The Contractor shall submit, to the Contracting Oficer, at |east one (1)
week prior to the commencenent of site work, a conpleted copy of the Notice
of Intent to Conmence Wirk. A copy of this docurment is included with the
envi ronnental docunentation included as an attachnment to this solicitation

.6.6 Litigation

If work is suspended, delayed, or interrupted due to a court order of

conpetent jurisdiction, the Contracting Officer will determ ne whether the
order is due in any part to the acts or onissions of the Contractor, or
subcontractors at any tier, not required by the terns of the contract. |If

it is determined that the order is not due to Contractor's failing, such
suspensi on, delay, or interruption shall be considered as ordered by the
Contracting Officer in the admnistration of the contract under the
Contract C ause "SUSPENSI ON OF WORK. "

.6.7 Spill Response Pl an

The Contractor shall develop a Spill Response Plan for each type of
contam nant that nmay be encountered during the course of the work. The
pl an shall include provisions for imediate notification to the Contracting

O ficer and other applicable regulatory agencies. The notification shal

i nclude a description of the material spilled, quantities, |ocation, tinmne,
date, the containnent procedures effectuated, and the proposed cl eanup
procedures. The plan shall list the trigger-point quantity at which each
cont am nant beconmes subject to a mandatory reporting procedure. The plan
shal |l al so include provisions for comunicating with the news nmedia and

ot her governnental agencies having an interest. The nanmes, addresses,

t el ephone nunbers and contact persons for each possible point of contact
shall be listed in the plan

PART 2 PRODUCTS (Not Appl i cabl e)
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PART 3 EXECUTI ON

3.

1 LAND RESOURCES

The Contractor shall confine all activities to areas defined by the

drawi ngs and specifications. Prior to the beginning of any construction
the Contractor shall identify any land resources to be preserved within the
work area. Except in areas indicated on the drawings or specified to be

cl eared, the Contractor shall not renove, cut, deface, injure, or destroy

| and resources including trees, shrubs, vines, grasses, topsoil, and | and
forms without approval. No ropes, cables, or guys shall be fastened to or
attached to any trees for anchorage unless specifically authorized. The
Contractor shall provide effective protection for |land and vegetation
resources at all times as defined in the follow ng subparagraphs. Stone,
soil, or other materials displaced into uncleared areas shall be renpved by
the Contractor.

1.1 Wrk Area Lints

Prior to comrencing construction activities, the Contractor shall mark the
areas that need not be disturbed under this contract. |Isolated areas
within the general work area which are not to be disturbed shall be narked
or fenced. Mnunments and markers shall be protected before construction
operations comrence. \Were construction operations are to be conducted
during darkness, any markers shall be visible in the dark. The
Contractor's personnel shall be know edgeabl e of the purpose for marking
and/ or protecting particul ar objects.

1.2 Landscape

Trees, shrubs, vines, grasses, land fornms and ot her |andscape features

i ndi cated and defined on the drawings to be preserved shall be clearly
identified by marking, fencing, or wapping with boards, or any other
approved techni ques. The Contractor shall not park vehicles under the
"drip line" of trees and shall restore |andscape features damaged or
destroyed during construction operations outside the limts of the approved
wor k area.

.1.3 Unprotected Erodible Soils

Eart hwork brought to final grade shall be finished as indicated. Side

sl opes and back sl opes shall be protected as soon as practicable upon

conpl etion of rough grading. All earthwork shall be planned and conducted
to mnimze the duration of exposure of unprotected soils. Except in cases
where the constructed feature obscures borrow areas, quarries, and waste
materi al areas, these areas shall not initially be totally cleared.

Cl earing of such areas shall progress in reasonably sized increments as
needed to use the devel oped areas as approved by the Contracting Oficer.

.1.4 Di st urbed Areas

The Contractor shall effectively prevent erosion and control sedinmentation
t hr ough approved nethods including, but not limted to, the foll ow ng:

a. Retardation and control of runoff. Runoff fromthe construction
site or fromstorns shall be controlled, retarded, and diverted to
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3.

protected drai nage courses by means of diversion ditches, benches,
berms, and by any neasures required by area w de pl ans adopted
under Section 208 of the Cl ean Water Act.

b. FErosion and sedinentation control devices. The Contractor shal
construct or install tenporary and pernanent erosion and
sedi mentation control features. Berns, dikes, drains,
sedi nent ati on basins, grassing, and mul ching shall be maintained
until permanent drai nage and erosion control facilities are
conpl eted and operati ve.

1.5 Contractor Facilities and Wrk Areas

The Contractor's field offices, staging areas, stockpile storage, and
temporary buildings shall be placed in areas designated on the draw ngs or
as directed by the Contracting Oficer. Tenporary novenment or relocation
of Contractor facilities shall be made only when approved. Borrow areas
shal |l be managed to minimze erosion and to prevent sedinment from entering
nearby waters. Spoil areas shall be managed and controlled to lint spoi
intrusion into areas designated on the drawi ngs and to prevent erosion of
soil or sedinment fromentering nearby waters. Spoil areas shall be

devel oped in accordance with the grading plan indicated on the draw ngs.
Tenmporary excavation and enmbanknments for plant and/or work areas shall be
controlled to protect adjacent areas from despoil ment.

.1.6 Ground Vi bration

Ground vibrations fromconstruction activities shall be controlled at all
times such that the vibrations will not damage facilities and structures at
or near the site of the work, other than structures required to be
denol i shed or renoved under this contract.

.2 WATER RESOURCES

The Contractor shall keep construction activities under surveill ance,
managenment, and control to avoid pollution of surface and ground waters.
Toxi ¢ or hazardous chenicals shall not be applied to soil or vegetation
when such application may cause contanination of the fresh water resources.

Moni toring of water areas affected by construction shall be the
Contractor's responsibility. Al water areas affected by construction
activities shall be nonitored by the Contractor

2.1 Washi ng and Curing Water

Wastewaters directly derived fromconstruction activities shall not be
allowed to enter water areas unless it neets U S. Environmental Protection
Agency and applicable State water quality criteria. The Contractor shal

be responsible for the removal and disposition of wastewater, including any
filtering, ponding or other treatmnent.

. 2.2 Cof f erdanms, Diversions, and Dewatering Operations

Construction operations for dewatering, renoval of cofferdans, tailrace
excavation, and tunnel closure shall be controlled at all tinmes to limt
the inmpact of water turbidity on the habitat for wildlife and on water
quality for downstream use

SECTI ON 01355 Page 7
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3.2.3 St ream Cr ossi ngs

Stream crossings shall allow nmovenent of materials or equipnent without
violating water pollution control standards of the Federal, State or |oca
gover nnent .

3.2.4 Fish and Wldlife

The Contractor shall mninmze interference wth, disturbance to, and damage
of fish and wildlife. Species that require specific attention along with
nmeasures for their protection shall be listed by the Contractor prior to
begi nni ng of construction operations.

3.3 Al R RESOURCES

Equi pnrent operation, activities, or processes perfornmed by the Contractor
shall be in accordance with all Federal and State air em ssion and
performance | aws and standards.

3.3.1 Parti cul at es

Dust particles; aerosols and gaseous by-products from construction
activities; and processing and preparation of materials, such as from
asphaltic batch plants; shall be controlled at all tinmes, including
weekends, holidays and hours when work is not in progress. The Contractor
shal I maintain excavations, stockpiles, haul roads, permanent and tenporary
access roads, plant sites, spoil areas, borrow areas, and other work areas
within or outside the project boundaries free fromparticul ates which woul d
cause the Federal, State, and local air pollution standards to be exceeded
or whi ch woul d cause a hazard or a nuisance. Sprinkling, chem ca

treatment of an approved type, baghouse, scrubbers, electrostatic
precipitators or other nethods will be permtted to control particulates in
the work area. Sprinkling, to be efficient, nust be repeated to keep the
di sturbed area danp at all times. The Contractor nust have sufficient,
conpet ent equi pnent avail able to acconplish these tasks. Particulate
control shall be performed as the work proceeds and whenever a particul ate
nui sance or hazard occurs. The Contractor shall conmply with all State and
local visibility regul ations.

3.3.2 Hydr ocar bons and Carbon Monoxi de

Hydr ocar bons and carbon nonoxi de em ssions from equi pment shall be
controlled to Federal and State allowable limts at all tinmes.

3.3.3 Qdor s
Odors from construction activities shall be controlled at all times. The
odors shall not cause a health hazard and shall be in conpliance with State
regul ati ons and/ or | ocal ordinances.

3.3.4 Sound I ntrusions
The Contractor shall keep construction activities under surveillance and
control to mnimze environnent damage by noise. The Contractor shall use

nmet hods and devices to control noise emitted by equi pment and shall conply
with the provisions of the State of New York rules.
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3.3.5 Bur ni ng
Burning will not be allowed on the project site.
3.4 CHEM CAL MATERI ALS MANAGEMENT AND WASTE DI SPOSAL

Di sposal of any materials, waste, effluents, trash, garbage, unsatisfactory
excavated materials, oil, grease, chemicals, etc., in areas adjacent to
streans, rivers, or lakes and in areas not authorized for waste di sposa
will not be permitted. |If any waste material is dunped in unauthorized
areas, the Contractor shall renpve the material and restore the area to the
condition of the adjacent undisturbed area. |If necessary, ground which has
become contam nated through the fault or negligence of the Contractor shal
be excavated, disposed of as directed by the Contracting O ficer, and
replaced with suitable fill material, conpacted and finished with topsoi
and planted as required to re-establish vegetation, all at the expense of
the Contractor. Disposal of waste, trash and other materials off the
project site shall be in accordance with all applicable Federal, State and
[ ocal |aws and requirenents.

3.4.1 Sol i d Wastes

Solid wastes (excluding clearing debris) shall be placed in containers
which are enptied on a regular schedule. Handling, storage, and disposa
shal | be conducted to prevent contami nation. Segregation nmeasures shall be
enpl oyed so that no hazardous or toxic waste will becone co-nmingled with
solid waste. The Contractor shall transport solid waste fromthe work area
and di spose of it in conpliance with Federal, State, and | ocal requirenents
for solid waste disposal. A Subtitle D RCRA pernitted landfill shall be
the m ni mum acceptabl e off-site solid waste disposal option. The
Contractor shall verify that the selected transporters and di sposa
facilities have the necessary permts and |licenses to operate. The
Contractor shall comply with Federal, State, and local |aws and regul ations
pertaining to the use of landfill areas.

3.4.2 Cheni cal s and Chem cal Wastes

Chemical s shall be dispensed ensuring no spillage to the ground or water
Peri odi c inspections of dispensing areas to identify |eakage and initiate
corrective action shall be perforned and docunmented. This documentation
will be periodically reviewed by the Government. Chenical waste shall be
collected in | abel ed corrosion resistant, conpatible containers.
Col l ection drums shall be monitored and renoved to a staging or storage
area when contents are within 6 inches of the top. Wstes shall be

cl assified, nmanaged, stored, and di sposed of in accordance with Federal
State, and local |aws and regul ati ons.

3.4.3 Hazar dous Wast es

The Contractor shall take sufficient neasures to prevent spillage of
hazardous and toxic materials during dispensing and shall collect waste in
sui tabl e containers observing conpatibility. The Contractor shal

transport hazardous waste off the work site and di spose of it in conpliance
with Federal, State, and local |laws and regul ations. Spills of hazardous
or toxic materials shall be imediately reported to the Contracting
Oficer. Ceanup and cleanup costs due to spills shall be the Contractor's
responsibility.
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3.

4.4 Fuel and Lubricants

Storage, fueling and lubrication of equi pnent and notor vehicles shall be
conducted in a manner that affords the maxi num protection against spill and
evaporation. Fuel, lubricants and oil shall be managed and stored in
accordance with all Federal, State, and |local |aws and regul ations. Used

[ ubricants and used oil to be discarded shall be stored in narked
corrosion-resi stant containers and recycl ed or disposed in accordance wth
40 CFR 279, State, and local |laws and regul ations. There shall be no
storage of fuel on the project site. Fuel nmust be brought to the project
site each day that work is perforned

.5 RECYCLI NG AND WASTE M NI M ZATI ON

The Contractor shall participate in State and | ocal governnent sponsored
recycling programs. The Contractor is further encouraged to minimze solid
wast e generation throughout the duration of the project.

.6 H STORI CAL, ARCHAEOLOG CAL, AND CULTURAL RESOURCES

Exi sting historical, archaeol ogical, and cultural resources within the
Contractor's work area will be so designated by the Contracting O ficer if
any has been identified. The Contractor shall protect these resources and
shal |l be responsible for their preservation during the life of the
Contract. |If during excavation or other construction activities any
previously unidentified or unanticipated historical, archaeol ogical, and
cultural resources are discovered or found, all activities that nay damage
or alter such resources shall be tenporarily suspended. Resources covered
by this paragraph include, but are not limted to: any hunman skel et al

remai ns or burials; artifacts; shell, midden, bone, charcoal, or other
deposits; rock or coral alignments, pavings, wall, or other constructed
features; and any indication of agricultural or other human activities.
Upon such di scovery or find, the Contractor shall imediately notify the

Contracting Oficer so that the appropriate authorities may be notified and
a deternmination made as to their significance and what, if any, special

di sposition of the finds should be made. While waiting for instructions
the Contractor shall record, report, and preserve the finds in accordance
with the Contract O ause (Section 00700) "Differing Site Conditions." The
Contractor shall cease all activities that may result in inmpact to or the
destruction of these resources. The Contractor shall secure the area and
prevent enpl oyees or other persons fromtrespassing on, renoving, or

ot herwi se di sturbing such resources.

.7 PREVI QUSLY USED EQUI PMENT

The Contractor shall thoroughly clean all construction equi pment previously
used at other sites before it is brought into the work areas, ensuring that
soil residuals are renmoved and that egg deposits from plant pests are not
present; the Contractor shall consult with the USDA jurisdictional office
for additional cleaning requirenents.

. 8 MAI NTENANCE OF POLLUTI ON FACI LI TI ES

The Contractor shall maintain permanent and tenporary pollution contro
facilities and devices for the duration of the contract or for that |length
of time construction activities create the particular pollutant.
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3.9 POST CONSTRUCTI ON CLEANUP

The Contractor shall clean up all areas used for construction in accordance
with Contract C ause (Section 00700) "d eaning Up".

3.10 RESTORATI ON OF LANDSCAPE DAMAGE

The Contractor shall restore | andscape features danaged or destroyed during
construction operations inside and outside the limts of the approved work
ar eas.

3.11 TRAI NI NG OF CONTRACTOR PERSONNEL

The Contractor's personnel shall be trained in all phases of environnental
protection. The training shall include nmethods of detecting and avoi di ng
pollution, fanmiliarization with pollution standards, both statutory and
contractual, and installation and care of devices, vegetative covers, and
instruments required for nmonitoring purposes to ensure adequate and

conti nuous environmental pollution control

-- End of Section --
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SECTI ON 01420

SOURCES FOR REFERENCE PUBLI CATI ONS

PART 1 GENERAL

1

1 REFERENCES

Various publications are referenced in other sections of the specifications
to establish requirements for the work. These references are identified in
each section by docunent nunber, date and title. The document numnber used
inthe citation is the nunber assigned by the standards producing

organi zation, (e.g. ASTM B 564 Nickel Alloy Forgings). However, when the
st andards produci ng organi zati on has not assigned a nunmber to a documnent,
an identifying nunber has been assigned for reference purposes.

.2 ORDERI NG | NFORVATI ON

The addresses of the standards publishing organizati ons whose docunents are
referenced in other sections of these specifications are |isted bel ow, and
if the source of the publications is different fromthe address of the
sponsoring organi zation, that information is also provided. Docunents
listed in the specifications with nunbers which were not assigned by the

st andar ds produci ng organi zati on should be ordered fromthe source by title
rat her than by number.

NATI ONAL FI RE PROTECTI ON ASSOCI ATI ON ( NFPA)
1 Batterymarch Park
P.O Box 9101
Quincy, MA 02269-9101
Ph: 617- 770- 3000
Fax: 617-770-0700
Internet: http://ww.nfpa.org

NEW YORK STATE DEPARTMENT OF TRANSPORTATI ON ( NYSDOT)
Pl an and Publication Sal es
1220 Washi ngt on Avenue
Al bany, NY 12232-0204
Ph: 518-457- 2124
Internet: http://ww.dot. state.ny.us/specs/specbook. ht n

U S. ARMY CORPS OF ENG NEERS ( USACE)
O der CRD-C DOCUMENTS from
U S. Arny Engi neer Waterways Experiment Station
ATTN:  Technical Report Distribution Section, Services
Branch, TIC
3909 Halls Ferry Rd.
Vi cksburg, M5 39180-6199
Ph: 601- 634- 2664
Fax: 601-634-2388
Internet: http://ww. wes.arnmy.ml/SL/MIC/ handbook/ handbook. ht m
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Order Ot her Docunents from
USACE Publ i cati ons Depot
Attn: CElIMSP-D

2803 52nd Avenue
Hyattsville, MD 20781-1102
Ph: 301- 394- 0081

Fax: 301-394-0084

Internet: http://ww.usace.army.ml/publications

or http://ww. hnd. usace. arny. ni | /techi nfo/index. htm

U.S. NATI ONAL ARCH VES AND RECCRDS ADM NI STRATI ON ( NARA)

700 Pennsylvani a Avenue, N W

Washi ngton, D.C. 20408

Ph: 866- 325- 7208

Internet: http://ww.archives. gov

O der docunents from

Superi nt endent of Docunents

U. S. Governnent Printing Ofice

732 North Capitol Street, NW

Washi ngton, DC 20401

Mai | stop: SDE

Ph: 866-512- 1800 or 202-512-1800
Fax: 202-512-2250

Internet: http://ww.gpo. gov
E-mail: (gpoaccess@po. gov

PART 2 PRODUCTS (Not Appl i cabl e)

PART 3  EXECUTION (Not Applicabl e)

-- End of Section --
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SECTI ON 01451

CONTRACTOR QUALI TY CONTRCL

PART 1 GENERAL
1.1 SUBM TTALS

Covernment approval is required for submittals with a "G' designation;
submttals not having a "G' designation are for information only. Wen
used, a designation following the "G designation identifies the office
that will reviewthe submttal for the Governnent. The follow ng shall be
submtted in accordance with Section 01330, "SUBM TTAL PROCEDURES":

SD-01, Preconstruction Subnmittals
Quality Control Plan; G AOF
Contractor Quality Control Plan Checklist; G AOF

The Contractor shall furnish for review by the Governnent, not
later than ten (10) days after receipt of notice to proceed, the
Contractor Quality Control (CQC) Plan along with the conpl eted
Contractor Quality Control Plan Checklist proposed to inplenent
the requirenents of Section 00700, CONTRACT CLAUSES, cl ause
entitled "lInspection of Construction.”" A copy of the checklist is
i ncluded as an attachnment and listed in paragraph "LIST OF
ATTACHVENTS" of Section 00100, "INSTRUCTI ONS, CONDI TI ONS, AND
NOTI CES TO Bl DDERS. "

1.2 PAYMENT

Separate paynent will not be made for providing and maintaining an
effective Quality Control program and all costs associated therewith shal
be included in the applicable unit prices or |lunp-sumprices contained in
t he Bi ddi ng Schedul e.

PART 2 PRODUCTS (Not Appl i cabl e)
PART 3  EXECUTI ON
3.1 GENERAL REQUI REMENTS

The Contractor is responsible for quality control and shall establish and
mai ntain an effective quality control systemin conpliance with the
Contract C ause (Section 00700) titled "lInspection of Construction". The
quality control system shall consist of plans, procedures, and organization
necessary to produce an end product which conplies with the contract

requi renents. The system shall cover all construction operations, both
on-site and off-site, and shall be keyed to the proposed construction
sequence. The site project superintendent will be held responsible for the
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quality of work on the job and is subject to renmoval by the Contracting

O ficer for non-conmpliance with the quality requirenents specified in the
contract. The site project superintendent in this context shall be the

hi ghest | evel manager responsible for the overall construction activities
at the site, including quality and production. The site project
superintendent shall maintain a physical presence at the site at all tines,
and shall be responsible for all construction and construction rel ated
activities at the site.

3.2 QUALI TY CONTROL PLAN

The plan shall identify personnel, procedures, control, instructions,

tests, records, and fornms to be used. The Governnent will consider an
interimplan for the first fifteen (15) days of operation. Construction
will be pernmitted to begin only after acceptance of the CQC Plan or
acceptance of an interimplan applicable to the particular feature of work
to be started. Wrk outside of the features of work included in an
accepted interimplan will not be permitted to begin until acceptance of a
CQC Plan or another interimplan containing the additional features of work
to be started. Along with the CQC Plan, the Contractor shall conplete the
Contractor Quality Control Plan Checklist included as an attachment to this
solicitation.

3.2.1 Content of the CQC Pl an

The CQC Plan shall include, as a mininum the following to cover al
construction operations, both on-site and off-site, including work by
subcontractors, fabricators, suppliers, and purchasing agents:

a. A description of the quality control organization, including a
chart showi ng lines of authority and acknow edgnment that the CQC
staff shall inplenent the three-phase control systemfor al
aspects of the work specified. The staff shall include a CQC
Syst em Manager who shall report to an authorized official of the
firm

b. The nane, qualifications (in resunme format), duties,
responsibilities, and authorities of each person assigned a CQC
functi on.

c. A copy of the letter to the CQC System Manager signed by an
aut hori zed official of the firmwhich describes the
responsibilities and del egates sufficient authorities to
adequately performthe functions of the CQC System Manager
i ncluding authority to stop work which is not in conpliance with
the contract. The CQC System Manager shall issue letters of
direction to all other various quality control representatives
outlining duties, authorities, and responsibilities. Copies of
these letters shall also be furnished to the Government.

d. Procedures for scheduling, review ng, certifying, and managi ng
submittals, including those of subcontractors, off-site
fabricators, suppliers, and purchasing agents. These procedures
shall be in accordance with Section 01330, "SUBM TTAL PROCEDURES. "
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3.

e. Control, verification, and acceptance testing procedures for each
specific test to include the test nanme, specification paragraph
requiring test, feature of work to be tested, test frequency, and
person responsi ble for each test. (Laboratory facilities will be
approved by the Contracting O ficer.)

f. Procedures for tracking preparatory, initial, and follow up
control phases and control, verification, and acceptance tests
i ncl udi ng docunent ati on

g. Procedures for tracking construction deficiencies from
identification through acceptable corrective action. These
procedures shall establish verification that identified
defici enci es have been corrected.

h. Reporting procedures, including proposed reporting formats.

i. Alist of the definable features of work. A definable feature of
work is a task which is separate and distinct from ot her tasks,
has separate control requirenents, and may be identified by
different trades or disciplines, or it may be work by the sane
trade in a different environment. Although each section of the
specifications may generally be considered as a definable feature
of work, there are frequently nore than one definable feature
under a particular section. This list will be agreed upon during
t he coordination neeting.

2.2 Accept ance of Pl an

Acceptance of the Contractor's plan is required prior to the start of
construction. Acceptance is conditional and will be predicated on

sati sfactory perfornmance during the construction. The Governnent reserves
the right to require the Contractor to make changes in his CQC Plan and
operations including renmpval of personnel, as necessary, to obtain the
qual ity specified.

. 2.3 Notification of Changes

After acceptance of the CQC Plan, the Contractor shall notify the
Contracting Officer in witing a m nimum of seven (7) cal endar days prior
to any proposed change. Proposed changes are subject to acceptance by the
Contracting O ficer.

.3 COORDI NATI ON MEETI NG

After the Preconstruction Conference, before start of construction, and
prior to acceptance by the CGovernnent of the CQC Plan, the Contractor shal
nmeet with the Contracting O ficer or Authorized Representative and discuss
the Contractor's quality control system The CQC Plan shall be submtted
for review a mnimumof ten (10) cal endar days prior to the Coordination
Meeting. During the neeting, a mutual understanding of the systemdetails
shal | be devel oped, including the fornms for recording the CQC operations,
control activities, testing, adm nistration of the systemfor both on-site
and off-site work, and the interrelationship of Contractor's Managenent and
control with the Governnent's Quality Assurance. M nutes of the neeting
will be prepared by the Government and signed by both the Contractor and
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the Contracting Officer. The mnutes shall becone a part of the contract
file. There may be occasi ons when subsequent conferences will be called by
either party to reconfirm mutual understandi ngs and/ or address deficiencies
in the CQC system or procedures which may require corrective action by the
Contractor.

3.4 QUALITY CONTROL ORGAN ZATI ON
3.4.1 Per sonnel Requirenents

The requirenents for the CQC organi zation are a CQC System Manager and
sufficient number of additional qualified personnel to ensure safety and
contract conpliance. The Contractor's CQC staff shall maintain a presence
at the site at all times during progress of the work and have conplete
authority and responsibility to take any acti on necessary to ensure
contract conpliance. The CQC staff shall be subject to acceptance by the
Contracting O ficer.

3.4.2 CQC Syst em Manager

The Contractor shall identify as CQC System Manager an individual within
the on-site work organi zati on who shall be responsible for overall
management of CQC and have the authority to act in all CQC matters for the
Contractor. The CQC System Manager shall be a graduate engi neer, graduate
architect, or a graduate of construction nanagenment, with a mni numof 1
year of construction experience on construction sinmlar to this contract or
a construction person with a mninumof 3 years experience in related work.
This CQC System Manager shall be on the site at all times during
construction and shall be enployed by the prime Contractor. The CQC System
Manager shall be assigned as System Manager but may have duties as Project
Superintendent in addition to quality control. An alternate for the CQC
System Manager shall be identified in the plan to serve in the event of the
System Manager's absence. The requirenents for the alternate shall be the
same as for the designated CQC System Manager.

3.4.3 Organi zati onal Changes

The Contractor shall maintain the CQC staff at full strength at all tinmes.
VWhen it is necessary to make changes to the CQC staff, the Contractor shall
revise the CQC Plan to reflect the changes and subnit the changes to the
Contracting O ficer for acceptance.

3.5 SUBM TTALS AND DELI VERABLES

Submittals shall be nade as specified in Section 01330, "SUBM TTAL
PROCEDURES. " The CQC organi zation shall be responsible for certifying that
all subnmittals and deliverables are in conpliance with the contract

requi renents.

3.6 CONTROL

Contractor Quality Control is the means by which the Contractor ensures
that the construction, to include that of subcontractors and suppliers,
conplies with the requirenents of the contract. At |east three phases of
control shall be conducted by the CQC System Manager for each definable
feature of work as follows:
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3.

6.1 Prepar at ory Phase

Thi s phase shall be performed prior to begi nning work on each definable
feature of work, after all required plans/docunments/materials are
approved/ accepted, and after copies are at the work site. This phase shal
i ncl ude:

a. A review of each paragraph of applicable specifications, reference
codes, and standards. A copy of those sections of referenced
codes and standards applicable to that portion of the work to be
acconplished in the field shall be nade avail able by the
Contractor at the preparatory inspection. These copies shall be
mai ntained in the field and avail able for use by Governnment
personnel until final acceptance of the work.

b. A review of the contract draw ngs.

c. A check to assure that all materials and/or equipnent have been
tested, submtted, and approved.

d. Review of provisions that have been made to provide required
control inspection and testing.

e. Exanmination of the work area to assure that all required
prelimnary work has been conpleted and is in conpliance with the
contract.

f. A physical examnation of required materials, equipment, and
sanmple work to assure that they are on hand, conformto approved
shop drawi ngs or submitted data, and are properly stored.

g. A review of the appropriate activity hazard anal ysis to assure
safety requirenents are net.

h. Discussion of procedures for controlling quality of the work
including repetitive deficiencies. Document construction
t ol erances and wor kmanshi p standards for that feature of work.

i. A check to ensure that the portion of the plan for the work to be
performed has been accepted by the Contracting Oficer

j. Discussion of the initial control phase.

k. The Governnment shall be notified at |east twenty-four (24) hours
i n advance of begi nning the preparatory control phase. This phase
shal | include a neeting conducted by the CQC System Manager and
attended by the superintendent, other CQC personnel (as
applicable), and the forenman responsible for the definable
feature. The results of the preparatory phase actions shall be
docunented by separate m nutes prepared by the CQC System Manager
and attached to the daily CQC report. The Contractor shal
i nstruct applicable workers as to the acceptable |evel of
wor kmanship required in order to nmeet contract specifications.
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3.6.2 Initial Phase

Thi s phase shall be acconplished at the begi nning of a definable feature of
work. The follow ng shall be acconplished:

a. A check of work to ensure that it is in full conpliance with
contract requirements. Review mnutes of the preparatory neeting.

b. Verify adequacy of controls to ensure full contract conpliance.
Verify required control inspection and testing.

c. Establish level of workmanship and verify that it neets mni num
accept abl e wor kmanshi p standards. Conpare with required sanple
panel s as appropri ate.

d. Resolve all differences.

e. Check safety to include conpliance with and upgradi ng of the
safety plan and activity hazard analysis. Reviewthe activity
anal ysis with each worker.

f. The Governnent shall be notified at |east twenty four (24) hours
i n advance of beginning the initial phase. Separate m nutes of
this phase shall be prepared by the CQC System Manager and
attached to the daily CQC report. Exact location of initial phase
shall be indicated for future reference and conpari son with
foll owup phases.

g. The initial phase should be repeated for each new crew to work
on-site, or any time acceptable specified quality standards are
not bei ng net.

3.6.3 Fol | ow- up Phase

Daily checks shall be perforned to assure control activities, including
control testing, are providing continued conpliance with contract

requi renents, until conpletion of the particular feature of work. The
checks shall be nmade a matter of record in the CQC docunentation. Fina
foll owup checks shall be conducted and all deficiencies corrected prior to
the start of additional features of work which may be affected by the
deficient work. The Contractor shall not build upon nor concea

non- conf or m ng wor k.

3.6.4 Additional Preparatory and Initial Phases

Addi ti onal preparatory and initial phases shall be conducted on the sane
definable features of work if the quality of on-going work is unacceptabl e;
if there are changes in the applicable CQC staff, on-site production
supervision or work crew, if work on a definable feature is resuned after a
substantial period of inactivity; or if other problenms devel op
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3.

3.

7  COWPLETI ON | NSPECTI ON
7.1 Punch-Qut | nspection

Near the end of the work, or any increment of the work established by a
time stated in the paragraph, "Comrencenent, Prosecution, and Conpletion of
Wor k" of Section 00800, "SPECI AL CONTRACT REQUI REMENTS," or stated

el sewhere in the specifications, the CQC Manager shall conduct an

i nspection of the work. A punch list of itens which do not conformto the
approved drawi ngs and specifications shall be prepared and included in the
CQC docunent ati on, as required by paragraph "DOCUMENTATION." The list of
deficiencies shall include the estinmted date by which the deficiencies
will be corrected. The CQC System Manager or staff shall nmake a second

i nspection to ascertain that all deficiencies have been corrected. Once
this is acconplished, the Contractor shall notify the Government that the
facility is ready for the Governnent Pre-Final |nspection

. 7.2 Pre-Final Inspection

The Governnment will performthe pre-final inspection to verify that the
facility is conplete and ready to be occupied. A Governnent Pre-Fina
Punch List may be developed as a result of this inspection. The
Contractor's CQC System Manager shall ensure that all items on this list
have been corrected before notifying the Governnent, so that a Fina

i nspection with the customer can be scheduled. Any itens noted on the
Pre-Final inspection shall be corrected in a tinmely manner. These

i nspections and any deficiency corrections required by this paragraph shal
be acconplished within the time slated for conpletion of the entire work or
any particular increnment of the work if the project is divided into

i ncrenents by separate conpletion dates.

. 7.3 Fi nal Acceptance | nspection

The Contractor's Quality Control |nspection personnel, plus the
superintendent or other prinmary nanagenent person, and the Contracting
Oficer's Representative shall be in attendance at the final acceptance

i nspection. Additional Government personnel may al so be in attendance.

The final acceptance inspection will be formally schedul ed by the
Contracting O ficer based upon results of the Pre-Final inspection. Notice
shall be given to the Contracting Officer at |east 14 days prior to the
final acceptance inspection and shall include the Contractor's assurance
that all specific items previously identified to the Contractor as being
unacceptable, along with all remaining work performed under the contract,
will be conplete and acceptable by the date scheduled for the fina
acceptance inspection. Failure of the Contractor to have all contract work
acceptably conmplete for this inspection will be cause for the Contracting
Oficer to bill the Contractor for the Governnment's additional inspection
cost in accordance with the contract clause paragraph titled "lnspection of
Construction".

. 8 DOCUMENTATI ON

The Contractor shall maintain current records providing factual evidence
that required quality control activities and/or tests have been perforned.
These records shall include the work of subcontractors and suppliers and
shal |l be on an acceptable formthat includes, as a nmnimm the follow ng
i nformation:
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a. Contractor/subcontractor and their area of responsibility.

b. Operating plant/equiprment with hours worked, idle, or down for
repair.

c. Wirk perforned each day, giving |ocation, description, and by
whom  When Network Analysis (NAS) is used, identify each phase of
wor k perforned each day by NAS activity nunber.

d. Test and/or control activities perforned with results and
references to specifications/drawi ngs requirenments. The contro
phase shall be identified (Preparatory, Initial, Follow up). List
of deficiencies noted, along with corrective action

e. Quantity of materials received at the site with statement as to
acceptability, storage, and reference to specifications/draw ngs
requi renents.

f. Submittals and deliverables reviewed, with contract reference, by
whom and action taken.

g. Of-site surveillance activities, including actions taken

h. Job safety evaluations stating what was checked, results, and
instructions or corrective actions.

i. [Instructions given/received and conflicts in plans and/or
speci fications.

j. Contractor's verification statement.
These records shall indicate a description of trades working on the

project; the nunber of personnel working; weather conditions encountered;
and any del ays encountered. These records shall cover both conform ng and

deficient features and shall include a statenment that equi pnent and
materials incorporated in the work and workmanship conply with the
contract. Additionally, these records shall include reports indicating the

guantity of silt spread, quantities of both floatable and non-fl oatable
debris renoved fromthe gorge, and certified waybills and delivery tickets
for all stone used, in accordance with Section 02232, "DEBRIS AND SILT
REMOVAL". The original and one copy of these records in report form shal
be furnished to the Governnent daily within twenty four (24) hours after
the date covered by the report, except that reports need not be subnmtted
for days on which no work is perforned. As a mnimm one report shall be
prepared and submitted for every 7 days of no work and on the |ast day of a
no work period. All calendar days shall be accounted for throughout the
life of the contract. The first report following a day of no work shall be
for that day only. Reports shall be signed and dated by the CQC System
Manager. The report fromthe CQC System Manager shall include copies of
test reports and copies of reports prepared by all subordinate quality
control personnel

3.9 SAMPLE FORMS

Sanple fornms are listed as attachnents in Section 00100, "INSTRUCTI ONS
CONDI TI ONS, AND NOTI CES TO BI DDERS. "
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3.

10 NOT1 FI CATI ON OF NONCOWPLI ANCE

The Contracting Officer will notify the Contractor of any detected

nonconpl i ance with the foregoing requirenments. The Contractor shall take

i medi ate corrective action after receipt of such notice. Such notice,
when delivered to the Contractor at the work site, shall be deened
sufficient for the purpose of notification. |If the Contractor fails or
refuses to conply pronptly, the Contracting Oficer nay issue an order
stopping all or part of the work until satisfactory corrective action has
been taken. No part of the time |lost due to such stop orders shall be made
t he subject of claimfor extension of tine or for excess costs or damages
by the Contractor.

-- End of Section --
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SECTI ON 01525

SAFETY AND OCCUPATI ONAL HEALTH REQUI REMENTS

PART 1  GENERAL

1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi c designation only.

U.S. NATI ONAL ARCH VES AND RECCORDS ADM NI STRATI ON ( NARA)

29 CFR 1910 Qccupational Safety and Healt h Standards
for General Industry

29 CFR 1926 Saf ety and Health Regul ati ons for
Construction

U S. ARWY CORPS OF ENG NEERS ( USACE)

EM 385-1-1 (2003) Safety and Health Requirements
Manual

NATI ONAL FI RE PROTECTI ON ASSCOCI ATl ON ( NFPA)

NFPA 241 (2000) Saf eguardi ng Constructi on,
Al teration, and Denolition Operations

1.2 SUBM TTALS
CGovernment approval is required for submittals with a "G' designation;
submttals not having a "G' designation are for information only or as
ot herwi se desi gnated. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
Government. The following shall be submitted in accordance with Section
01330 SUBM TTAL PROCEDURES:
SD-01 Preconstruction Subnmittal s
Acci dent Prevention Plan (APP); G AOF
Activity Hazard Analysis (AHA); G AOF
SD-06 Test Reports
Reports

Submit reports as their incidence occurs, in accordance with the
requi renents of the paragraph entitled, "Reports.”

Acci dent Reports
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1

Mont hl y Exposure Reports
Regul atory Citations and Viol ations
3 DEFI NI TI ONS

a. High Visibility Accident. Any nishap which nmay generate publicity
and/ or high visibility.

b. Medical Treatment. Treatnent adm nistered by a physician or by

regi stered professional personnel under the standing orders of a
physician. Medical treatment does not include first aid treatnent even
t hrough provi ded by a physician or registered personnel

c. Milti-Enmployer Wrk Site (MEW5). A multi-enployer work site, as
defined by OSHA, is one in which nany enpl oyers occupy the sane site.
The Governnent considers the Prine Contractor to be the "controlling
authority" for all work site safety and health of the subcontractors.

d. Recordable Injuries or Illnesses. Any work-related injury or
illness that results in

(1) Death, regardless of the time between the injury and deat h,
or the length of the illnness;

(2) Days away from work;

(3) Restricted work;

(4) Transfer to another job

(5) Medi cal treatnent beyond first aid;
(6) Loss of consciousness; or

(7) A significant injury or illness diagnosed by a physician or
other licensed health care professional, even if it did not result
in (1) through (6) above.

e. Site Safety and Health O ficer (SSHO. The superintendent or
other qualified or conpetent person who is responsible for the on-site
safety and health required for the project. The Contractor quality
control (QC) person can be the SSHO on this project.

f. "USACE" property and equi prent specified in USACE EM 385-1-1
shoul d be interpreted as Governnment property and equi prment.

4 REGULATORY REQUI REMENTS

In addition to the detailed requirements included in the provisions of this
contract, work performed shall conply with USACE EM 385-1-1, and al
applicable federal, state, and | ocal |aws, ordinances, criteria, rules and
regul ations. Submit matters of interpretation of standards to the
appropriate adm nistrative agency for resolution before starting work.
VWere the requirements of this specification, applicable laws, criteria,
ordi nances, regulations, and referenced docunments vary, the nost stringent
requi renents shall apply.
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1

5 DRUG PREVENTI ON PROGRAM

Conduct a proactive drug and al cohol use prevention programfor al

wor kers, prime and subcontractor, on the site. Ensure that no enpl oyee
uses illegal drugs or consumes al cohol during work hours. Ensure there are
no enpl oyees under the influence of drugs or al cohol during work hours.
After accidents, collect blood, urine, or saliva specinmens and test the

i njured and invol ved enpl oyees for the influence of drugs and al cohol. A
copy of the test shall be made available to the Contracting Oficer upon
request.

. 6 SI TE QUALI FI CATI ONS, DUTI ES AND MEETI NGS
.6.1 Personnel Qualifications

.6.1.1 Site Safety and Health O ficer (SSHO

Site Safety and Health Oficer (SSHO shall be provided at the work site at
all times to performsafety and occupati onal health managenent,

surveill ance, inspections, and safety enforcenent for the Contractor. The
SSHO shall meet the foll owi ng m ni mum requiremnments:

Level 1:
Worked on simlar projects.
10- hour OSHA construction safety class or equivalent within | ast 3
years.
Conpet ent person training as needed.

6.2 Per sonnel Duties
6.2.1 Site Safety and Health O ficer (SSHO) / Superintendent

a. Conduct daily safety and health inspections and maintain a witten
| og which includes area/operation inspected, date of inspection
identified hazards, reconmended corrective actions, estimted and
actual dates of corrections. Safety inspection |ogs shall be attached
to the Contractors' daily quality control report.

b. Conduct m shap investigations and conplete required reports.
Mai ntain the OSHA Form 300 and Daily Production reports for prinme and
sub-contract ors.

c. Mintain applicable safety reference naterial on the job site.

d. Attend the pre-construction conference, pre-work meetings including
preparatory inspection neeting, and periodic in-progress neetings.

e. | mpl enent and enforce accepted APPS and AHAs.

f. Maintain a safety and health deficiency tracki ng systemt hat

noni tors out standi ng deficiencies until resolution. A list of

unresol ved safety and health deficiencies shall be posted on the safety
bull etin board.

g. Ensure sub-contractor conpliance with safety and health
requi renents.
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Failure to performthe above duties will result in dismssal of the
superintendent and/or SSHO and a project work stoppage. The project work
stoppage will remain in effect pending approval of a suitable replacenent.

1.6.3 Meet i ngs
1.6.3.1 Preconstructi on Conference

a. The Contractor will be informed, in witing, of the date of the
preconstructi on conference. The purpose of the preconstruction
conference is for the Contractor and the Contracting Officer's
representatives to becone acquai nted and explain the functions and
operating procedures of their respective organizations and to reach

mut ual understanding relative to the adninistration of the overal
project's Accident Prevention Plan (APP) before the initiation of work.

b. Contractor representatives who have a responsibility or significant
role in accident prevention on the project shall attend the
preconstructi on conference. This includes the project superintendent,
site safety and health officer, quality control supervisor, or any

ot her assigned safety and heal th professionals who participated in the
devel opnent of the APP (including the Activity Hazard Anal yses (AHAS)
and speci al plans, program and procedures associated with it).

c. The Contractor shall discuss the details of the subnmitted APP to

i ncl ude incorporated plans, progranms, procedures and a |listing of
anticipated AHAs that will be devel oped and i npl enented during the
performance of the contract. This list of proposed AHAs will be
reviewed at the conference and an agreenent will be reached between the
Contractor and the Contracting Oficer's representative as to which
phases will require an analysis. 1In addition, a schedule for the
preparation, submttal, review, and acceptance of AHAs shall be
established to preclude project del ays.

d. Deficiencies in the submtted APP will be brought to the attention
of the Contractor at the preconstruction conference, and the Contractor
shall revise the plan to correct deficiencies and re-subnit it for
acceptance. Wrk shall not begin until there is an accepted APP.

e. The functions of a Preconstruction conference may take place at
t he Post-Award Ki ckoff meeting for Design Build Contracts.

1.6.3.2 Weekly Safety Meetings

Conduct weekly safety neetings at the project site for all enployees. The
Contracting Officer will be inforned of the nmeeting in advance and be

al | owed attendance. M nutes showi ng contract title, signatures of
attendees and a list of topics discussed shall be attached to the
Contractors' daily quality control report.

1.6.3.3 Wor k Phase Meetings
The appropriate AHA shall be reviewed and attendance docunented by the
Contractor at the preparatory, initial, and foll ow up phases of quality

control inspection. The anal ysis should be used during daily inspections to
ensure the inplenmentation and effectiveness of safety and health controls.
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1.7 TRAINI NG
1.7.1 New Enpl oyee | ndoctrination

New enpl oyees (prine and sub-contractor) will be inforned of specific site
hazards before they begin work. Docunmentation of this orientation shall be
kept on file at the project site.

1.7.2 Peri odi ¢ Traini ng

Provi de Safety and Health Training in accordance with USACE EM 385-1-1 and
the accepted APP. Ensure all required training has been acconplished for
all onsite enpl oyees.

1.7.3 Training on Activity Hazard Anal ysis (AHA)

Prior to begi nning a new phase, training will be provided to all affected
enpl oyees to include a review of the AHA to be inpl enented.

1.8 ACCI DENT PREVENTI ON PLAN ( APP)

The Contractor shall use a qualified person to prepare the witten
site-specific APP. Prepare the APP in accordance with the format and

requi renents of USACE EM 385-1-1 and as suppl emented herein. Cover al

par agr aph and subparagraph el ements in USACE EM 385-1-1, Appendi x A,

"M ni mum Basic Qutline for Preparation of Accident Prevention Plan". Were
a paragraph or subparagraph element is not applicable to the work to be
performed indicate "Not Applicable" next to the heading. Specific

requi renents for some of the APP el enents are descri bed bel ow at paragraph
1.8.1. The APP shall be job-specific and shall address any unusual or

uni que aspects of the project or activity for which it is witten. The APP
shall interface with the Contractor's overall safety and health program
Any portions of the Contractor's overall safety and health program
referenced in the APP shall be included in the applicable APP el enent and
made site-specific. The Government considers the Prine Contractor to be the
"controlling authority” for all work site safety and health of the
subcontractors. Contractors are responsible for informng their
subcontractors of the safety provisions under the terns of the contract and
the penalties for nonconpliance, coordinating the work to prevent one craft
frominterfering with or creating hazardous working conditions for other
crafts, and inspecting subcontractor operations to ensure that accident
prevention responsibilities are being carried out. The APP shall be signed
by the person and firm (senior person) preparing the APP, the Contractor
the on-site superintendent, the designated site safety and health officer
and any designated CSP and/or CIH

Submit the APP to the Contracting O ficer 15 cal endar days after the Notice
to Proceed (NTP) date for acceptance. W rk cannot proceed w thout an
accepted APP. The Contracting Oficer reviews and coments on the
Contractor's submitted APP and accepts it when it nmeets the requirenents of
t he contract provisions.

Once accepted by the Contracting Oficer, the APP and attachments will be
enforced as part of the contract. Disregarding the provisions of this
contract or the accepted APP will be cause for stopping of work, at the

di scretion of the Contracting Officer, until the matter has been rectified.
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Once work begi ns, changes to the accepted APP shall be made with the

know edge and concurrence of the Contracting O ficer, project
superintendent, SSHO and quality control manager. Should any unforeseen
hazard become evident during the performance of work, the project
superintendent shall informthe Contracting Oficer, both verbally and in
witing, for resolution as soon as possible. |In the interim all necessary
action shall be taken by the Contractor to restore and maintain safe

wor ki ng conditions in order to safeguard onsite personnel, visitors, the
public, and the environnent.

Copi es of the accepted plan will be mmintained at the resident Area Ofice
and at the job site. The APP shall be continuously revi ewed and anended,
as necessary, throughout the life of the contract. Unusual or high-hazard
activities not identified in the original APP shall be incorporated in the
pl an as they are discovered.

1.8.1 EM 385-1-1 Contents

In addition to the requirenents outlines in Appendix A of USACE EM 385-1-1,
the following is required:

a. Names and qualifications (resunes including education, training,
experience and certifications) of all site safety and heal th personne
designated to performwork on this project to include the designated
site safety and health officer and other conpetent and qualified
personnel to be used such as CSPs, ClHs, STSs, CHSTs. The duties of
each position shall be specified.

b. Qualifications of conpetent and of qualified persons. As a m ninmm
conpetent persons shall be designated and qualifications submtted for
each of the followi ng major areas: excavation; scaffolding; fal
protection; hazardous energy; confined space; health hazard

recogni tion, evaluation and control of chem cal, physical and

bi ol ogi cal agents; personal protective equipnent and clothing to

i ncl ude sel ection, use and mai nt enance.

c. Health Hazard Control Program The Contractor shall designate a
conpetent and qualified person to establish and oversee a Health Hazard
Control Programin accordance with USACE EM 385-1-1, Section 6. The
program shall ensure that enpl oyees, on-site Government

representatives, and others, are not adversely exposed to chemical

physi cal and bi ol ogi cal agents and that necessary controls and
protective actions are instituted to ensure health.

d. Al cohol and Drug Abuse Pl an
(1) Describe plan for random checks and testing with
pre-enpl oynent screening in accordance with the DFAR C ause
subpart 252.223-7004, "Drug Free Wrk Force."
(2) Description of the on-site prevention program
e. Trai ni ng Records and Requirements. List of mandatory training and

certifications which are applicable to this project (e.g. explosive
actuated tools, confined space entry, fall protection, crane operation
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vehicl e operator, forklift operators, personal protective equipnent);
list of requirenents for periodic retraining/certification; outline
requi renents for supervisory and enpl oyee safety neetings.

9 ACTI VITY HAZARD ANALYSI S ( AHA)

The Activity Hazard Analysis (AHA) format shall be in accordance with USACE
EM 385-1-1. Submit the AHA for review 15 cal endar days after the NTP date.
Format subsequent AHA as anendrments to the APP. An AHA will be devel oped by
the Contractor for every operation involving a type of work presenting
hazards not experienced in previous project operations or where a new work
crew or subcontractor is to performwrk. The analysis nust identify and
eval uate hazards and outline the proposed methods and techni ques for the
safe compl eti on of each phase of work. At a mninmm define activity being
performed, sequence of work, specific safety and heal th hazards

antici pated, control measures (to include personal protective equipnent) to
elimnate or reduce each hazard to acceptable | evels, equipnent to be used,
i nspection requirenents, training requirenments for all involved, and the
conpetent person in charge of that phase of work. For work with fal
hazards, including fall hazards associated with scaffold erection and
renoval , identify the appropriate fall protection methods used. For work
with materials handling equi pnent, address safeguardi ng nmeasures related to
mat eri al s handling equi prent. For work requiring excavations, include
requi renents for safeguardi ng excavations. An activity requiring an AHA
shal |l not proceed until the AHA has been accepted by the Contracting
Oficer's representative and a nmeeting has been conducted by the Contractor
to discuss its contents with everyone engaged in the activity, including
on-site CGovernnent representatives. The Contractor shall docunent neeting
attendance at the preparatory, initial, and foll ow up phases of quality
control inspection. The AHA shall be continuously reviewed and, when
appropriate, nodified to address changing site conditions or operations.
The anal ysis should be used during daily inspections to ensure the

i mpl enentati on and effectiveness of the activity's safety and health
controls.

The AHA list will be reviewed periodically (at least nonthly) at the
Contractor supervisory safety neeting and updated as necessary when
procedures, scheduling, or hazards change.

Activity hazard anal yses shall be updated as necessary to provide an

ef fective response to changing work conditions and activities. The on-site
superintendent, site safety and health officer and conpetent persons used
to devel op the AHAs, including updates, shall sign and date the AHAs before
they are inpl enent ed.

.10 DI SPLAY OF SAFETY | NFORNMATI ON

Wthin 1 cal endar day after commencenent of work, erect a safety bulletin
board at the job site. The followi ng information shall be displayed on the
safety bulletin board in clear view of the on-site construction personnel
mai nt ai ned current, and protected agai nst the el enents and unaut hori zed
renoval :

a. Mp denoting the route to the nearest energency care facility.

b. Energency phone nunbers.
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c. Copy of the nost up-to-date APP.

d. Current AHA(S).

e. OSHA 300A Form

f. OSHA Safety and Heal th Protection-On-The-Job Poster

g. Safety and Heal th \Warni ng Posters.

1.11 SITE SAFETY REFERENCE MATERI ALS

Mai ntain safety-related references applicable to the project, including
those listed in the article "References."” Maintain applicable equiprent
manuf acturer's manual s.

1.12 EMERGENCY MEDI CAL TREATMENT

Contractors will arrange for their own energency nedi cal treatnent.
CGovernment has no responsibility to provide emergency nedical treatnent.

1.13 REPORTS
1.13.1 Acci dent Reports

a. For recordable injuries and illnesses, and property damage
accidents resulting in at |east $2,000 in damages, the Prinme Contractor
shal I conduct an accident investigation to establish the root cause(s)
of the accident, conplete the USACE Acci dent Report Form 3394 and
provide the report to the Contracting Officer within 1 cal endar day of
the accident. The Contracting Officer will provide copies of any
required or special forns.

1.13.2 Acci dent Notification

Notify the Contracting Oficer as soon as practical, but not l|later than
four hours, after any accident neeting the definition of Recordable

Injuries or Illnesses or High Visibility Accidents, property danage equa
to or greater than $2,000, or any weight handling equipnment accident.
Information shall include contractor nane; contract title; type of

contract; nane of activity, installation or |ocation where accident
occurred; date and time of accident; names of personnel injured; extent of
property damage, if any; extent of injury, if known, and brief description
of accident (to include type of construction equi prment used, PPE used,
etc.). Preserve the conditions and evidence on the accident site until the
Covernment investigation teamarrives on-site and Governnent investigation
i s conduct ed.

1.13.3 Mont hl y Exposure Reports

Mont hly exposure reporting to the Contracting Officer is required to be

attached to the nmonthly billing request. This report is a conpilation of
enpl oyee- hours worked each month for all site workers, both prinme and
subcontractor. The Contracting Oficer will provide copies of any special
forms.
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.13.4 Regul atory Citations and Viol ations

Contact the Contracting Officer inmediately of any OSHA or other regul atory
agency inspection or visit, and provide the Contracting Oficer with a copy
of each citation, report, and contractor response. Correct violations and
citations pronmptly and provide witten corrective actions to the
Contracting O ficer.

PART 2 PRODUCTS (Not Appl i cabl e)

PART 3 EXECUTI ON

3.

3.

3.

3.

1 CONSTRUCTI ON ANDY OR OTHER WORK

The Contractor shall conmply with USACE EM 385-1-1, NFPA 241, the APP, the
AHA, Federal and/or State OSHA regul ations, including but not limted to 29
CFR 1910 and 29 CFR 1926, and other related submttals and activity fire
and safety regul ations. The nost stringent standard shall prevail

1.1 Hazardous Material Use

Each hazardous material must receive approval prior to being brought onto
the job site or prior to any other use in connection with this contract.
Al ow a m ni mum of 10 wor ki ng days for processing of the request for use of
a hazardous material. Any work or storage involving hazardous chem cals or
material s nust be done in a manner that will not expose CGovernnent or
Contractor enployees to any unsafe or unhealthful conditions. Adequate
protective nmeasures nmust be taken to prevent Governnent or Contractor

enpl oyees from bei ng exposed to any hazardous condition that could result
fromthe work or storage. The Prime Contractor shall keep a conplete

i nventory of hazardous nmaterials brought onto the work-site. Approval by
the Contracting Oficer of protective nmeasures and storage area is required
prior to the start of the work.

1.2 Hazar dous Material Excl usions

Not wi t hst andi ng any ot her hazardous nmaterial used in this contract,

radi oactive materials or instrunents capable of producing

i oni zi ng/ non-ionizing radiation (with the exception of radi oactive materi al
and devices used in accordance with USACE EM 385-1-1 such as nucl ear
density meters for conpaction testing and | aboratory equi pment with

radi oactive sources) as well as materials which contain asbestos, mercury
or polychl orinated biphenyls, di-isocynates, |ead-based paint are

prohi bited. The Contracting O ficer, upon witten request by the
Contractor, nmay consider exceptions to the use of any of the above excl uded
materi al s.

2 EQUI PMENT
2.1 Equi prent and Mechani zed Equi prent

a. Equipnent shall be operated by designated qualified operators.
Proof of qualifications shall be kept on the project site for review
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b. Manuf acture specifications or owner's manual for the equi pnent
shall be on-site and reviewed for additional safety precautions or
requi renents that are sometines not identified by OSHA or USACE EM
385-1-1. Such additional safety precautions or requirenments shall be
i ncorporated into the AHAs.

C. Equi prent and mechani zed equi prent shall be inspected in
accordance with manufacturer's recomendati ons for safe operation by a
conpetent person prior to being placed into use.

d. Daily checks or tests shall be conducted and docunented on
equi prent and nechani zed equi pnent by desi gnated conpetent persons.

3.3 HOUSEKEEPI NG

3.3.1 C ean- Up

Al'l debris in work areas shall be cleaned up daily or nore frequently if
necessary. Construction debris may be tenporarily located in an approved
| ocati on, however garbage accumul ati on nust be renoved each day.

3.3.2 Fal ling Object Protection

Al'l areas nmust be barricaded to safeguard enpl oyees. When wor ki ng
overhead, Barricade the area bel ow to prevent entry by unauthorized

enpl oyees. Construction warning tape and signs shall be posted so they are
clearly visible fromall possible access points. When enpl oyees are
wor ki ng overhead all tools and equi pnent shall be secured so that they wll
not fall. Wen using guardrail as falling object protection, all openings
shall be small enough to prevent passage of potential falling objects.

-- End of Section --
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SECTI ON 02232

DEBRI'S AND SILT REMOVAL

PART 1  GENERAL
1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.
NEW YORK STATE DEPARTMENT OF TRANSPORTATI ON ( NYSDOT)
NYSDOT Item No. 620.03 M (1995) Stone Filling (Light)
1.2 MEASUREMENT

1.2.1 Silt and Non-fl oatabl e Debris

Measurenent of silt and non-fl oatable debris will be based upon the
conput ed vol ume, in cubic yards, of the transport vehicles. Each vehicle
shall initially be jointly neasured by the Contractor and the Contracting
O ficer and their capacities calculated. The Contractor will be provided
the estimated vol unme of each load as it is determ ned by the Contracting
Oficer. |If the Contractor disagrees with the estimted vol ume he shal
file a protest imediately, the vehicle will be reneasured and the | oad
re-estimted at his expense and he nust be present so that correct
nmeasurenents can be agreed upon. Failure to protest imediately will be

equi val ent to expressing satisfaction with the estinated nmeasurenent.
1.2.2 Fl oat abl e Debris

Measur enent of chipped fl oatable debris will be based upon the conputed

vol urme, in cubic yards, of the transport vehicles. Each vehicle shal
initially be jointly nmeasured by the Contractor and the Contracting Oficer
and their capacities calculated. The Contractor will be provided the
estimated volunme of each load as it is determ ned by the Contracting
Oficer. |If the Contractor disagrees with the estimted vol ume he shal
file a protest imediately, the vehicle will be reneasured and the | oad
re-estimted at his expense and he nust be present so that correct
nmeasurenents can be agreed upon. Failure to protest imediately will be
equi val ent to expressing satisfaction with the estinated nmeasurenent.

1.2.3 Access Road - Redressing and Regrading

Measur enent of the Contractor furnished stone used for the grading and
dressing of the access road will be nmade by the ton (2,000 Ibs.), as
verified by Waybills and Delivery Tickets. Certified waybills furnished by
a certified weighnaster, and delivery tickets, shall be given to the
Contracting Officer or his representative for each |oad of stone delivered
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to the site. Material placed in excess of the stated tolerance will be
neasured and deducted from the anobunt of delivered stone, at the rate of
2,700 pounds per cubic yard. Any material not placed in the work, in
accordance with the requirenents of this specification, wasted, or used by
the Contractor for other purposes, will not be measured or paid for

1.2.4 Haul Road

No measurenent, for the purpose of payment, will be nade for the work
required to dress and grade the haul road. The surface of the haul road
will be prepared to the satisfaction of the Contracting Oficer and shal
provi de a safe and usabl e roadway for rubber-tired vehicles. It shall be
mai nt ai ned for the duration of the debris and silt renoval operations, wth
a final grading at the conclusion of the contract.

1.3 PAYMENT
1.3.1 Silt and Non-fl oatabl e Debris

Payment will be made at the contract unit price, per cubic yard, for
renovi ng and di sposi ng of non-fl oatable debris and renoving and spreadi ng
of silt in accordance with the contract drawi ng and specifications.
Payment per cubic yard will include full conpensation for all plant, |abor
material, and equi pment required to conplete the work and to perform al

ot her pertinent operations not specifically addressed, but necessary to
conpl ete the contract.

1.3.2 Fl oat abl e Debri s

Payment will be made at the contract unit price per cubic yard for renoving
and di sposing of floatable debris, including the processing of wood
material into chips, in accordance with the drawi ng and specifications.

The unit price payment will include full conpensation for all plant, |abor
material, and equi pment required to renmove and di spose of all floatable
debris.

1.3.3 Access Road - Redressing and Regrading

Payment for the grading and dressing of the access road will be made at the
contract unit price per ton of the Contractor furnished stone and will
constitute full compensation for all costs including plant, |abor

materi al, and equi pment necessary to grade and dress, haul, place, and
conpact the existing and furni shed stone material in accordance with the
contract drawi ng and specifications.

1.3.4 Haul Road
Payment for the dressing and grading of the haul road will be included in
the contract unit price for the renmoval and disposal of the silt and
non-fl oat abl e debris as described in paynment paragraph "Silt and
Non- f | oat abl e Debris" above.

1.4 DESCRI PTI ON

The work specified herein consists of furnishing all plant, |abor
equi prent, materials, and performing all work necessary to renmove and
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di spose of all debris fromwithin the area indicated on the contract

drawi ng; renmove and spread silt and dispose of all debris found in the
condui ts which cannot be flushed by neans of cycling the gates of the dam
process all floatable wood debris into chips and di spose of these chips,
of f the Governnent reservation, and the Contractor shall assune
responsibility for and ownership of these chips; and grade and dress the
access road (parallel to the face of the dan), and grade the haul road.
These roads are shown on the contract draw ng.

1.5 SUBM TTALS

Covernment approval is required for submittals with a "G' designation;
submttals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will reviewthe submttal for the Governnent. The follow ng shall be
submtted in accordance with Section 01330, "SUBM TTAL PROCEDURES":

SD- 01, Preconstruction Submttals
Renpval Pl an; G ACF

The procedures proposed for the acconplishnment of the work. The
procedures shall provide for safe conduct of the work, control of
renoved materials, rempval and disposition of materials. The
procedures shall include a detail ed description of the nmethods and
equi prent to be used for each operation, and the sequence of
operations.

Upl and Di sposal Facility

Map illustrating the I ocation of the upland disposal site to be

used for non-floatable debris and a copy of the facility's NYSDEC

permt shall be submitted prior to start of disposal operations.
SD- 03, Product Data

Crushed Stone Fill; G TSD

A docunent, required of the Contractor, fromthe stone supplier,

that confirns the stone to be supplied conforns to the
requi renents of this specification

1.6 SPECI FI C REQUI REMENTS
1.6.1 Coor di nati on

Pursuant to Section 00700, Contract Cl ause entitled "OIHER CONTRACTS, " the
Contractor shall coordinate his efforts with any other Contractor(s) or
CGovernment plant that nmay be operating in the i mediate area, to avoid any
interference in work schedul es. Any coordination situations and/or

probl ems that occur, shall be brought to the i mediate attention of the Dam
Superintendent, or his representative.
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1

1

6.2 Notification

The Contractor shall be responsible for notification of the foll ow ng
facilities at least two (2) weeks prior to the commencenent of any contract
wor Kk:

a. The Conmstock-M chigan Fruit (Division of Curtice Burns) processing
pl ant, |ocated approximately one (1) mle downstream of the dam PCC
M. James Newconb, phone (716) 658-2211

b. The Canadea Dam | ocated upstream of the dam POC. M. WIIliam
Danon, phone (716) 365-2928/2962 at the dam or (716) 365-2915 at hone.
It is inperative that M. Danon be notified because rel eases fromthe
Canadea Dam affect the water |evel and the working conditions upstream
of M. Morris Dam The Contractor shall also provide M. Dambn with a
phone nunber, whereby, he can contact the Contractor in case an
energency rel ease of water is required.

7 MATERI ALS AND LIM TS OF REMOVAL

The floatable debris to be renmoved consists primarily of trees and | ogs
ranging in size up to approximately four (4) feet in dianmeter
Non-f | oat abl e debris consists of tinber, railroad ties, tires, drunms, and
simlar mscellaneous nmaterials washed down the river. This material wll
be found in the gorge fromthe face of the damto 2,000 feet upstream of
the dam and up to Elevation 640. Additionally, all floatable and
non-fl oat abl e debris shall be renoved, as determ ned by inspection, from
the banks to El. 640. The area is defined as within 2,000 feet fromthe
face of the damwith elevations up to El. 640.

Al of the silt between the face of the dam and 150 feet upstream for the
wi dth of the gorge, down to El. 585, except for the access road, shall be
renoved. This area is defined as the width of the spillway section

If the Contractor's operation for the renpval of the debris and silt

i nvol ves a pool elevation above 590.0, an approved verification shall be
provided to the Contracting Officer that the work has been satisfactorily
conpleted. On the banks of the gorge, debris and silt shall be renoved to
t he undi sturbed shal e face of the gorge.

. 8 ACCESS TO THE WORK AREA

Access to the work area consists of an unpaved haul road, cut into the
sout hern bank of the river gorge, approximtely 2,000 feet long. It I|eads
directly to the debris area, but it has a steep slope and will require
dressing and grading work, to be performed by the Contractor, to make the
road usable and safe. No new cuts into the existing river gorge will be
allowed. Only debris blocking access along the road shall be renoved.
Vehicles nust utilize the unpaved road (Dam Site Road) from State H ghway
No. 408 to the damsite as shown on the contract drawing. The Contractor
will be required to observe all State, county, local, and other vehicul ar
l aws, rules, or regulations which are prescribed by duly constituted

regul ating agencies. It is the Contractor's responsibility to assure that
the route of access specified can be traversed by the equi pnent intended
for use in the contract work. |If another route of access is desired,
witten approvals fromthe appropriate authorities shall be subnmitted to
the Contracting Officer prior to its use.
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1.9 POOL ELEVATI ON

The pool elevation will be controlled as cited in Section 00800, Speci al
Contract Requirenments paragraph entitled "PHYSI CAL DATA." Historical poo
el evations for the last six (6) years are listed in a table on the contract
drawi ng. From June to COctober, the pool is held between El. 598.0 and El
600. 0, whenever possible, for scenic purposes. During the debris renoval
operations, the pool elevation will be lowered to below El. 590.0. Wen

t he pool elevation cannot be maintained below El. 590.0, causing a delay in
the Contractor's operations, a tinme extension will be granted. The
Contracting OFficer will determ ne when the Contractor can recomence worKk.
The Contractor will be granted a contract time extension for the duration
of each work stoppage event, as determned by the Contracting Oficer

PART 2 PRODUCTS
2.1 CRUSHED STONE FI LL

Al'l stone fill shall be crushed stone conform ng to the requirenents of
NYSDOT Item No. 620.03 M corresponding to the foll owi ng gradations:

St one Size Percent of Total by Weight
Li ghter than 50 kg 90 - 100
Larger than 150 mm 50 - 100
Smal I er than 12 mm 0 - 10

2.1.1 Li sted Stone Sources

a. The following listed sources for stone nmaterials have been

i nspected and tested and/or may have previously furnished materials
that nmeet the quality requirements stipulated in the specifications.
Each source listed contained, at the tine of inspection and testing
and/ or previous use, suitable in-place stone fromwhich the specified
material quality and type could be or was produced. More detailed

i nformati on for each of the listed sources is available for inspection
by the Contractor in the Coastal/CGeotechnical Section, Departnent of
the Arny, U S. Arny Engineer District, Buffalo, 1776 N agara Street,
Buf fal o, NY 14207-3199. The project materials are indicated in
accordance with the identification Table shown bel ow

TYPE MATERI AL S| ZE RANGE
A Stone Filling (Light) 12mm t o 50kg
(1/2in. to 100l bs.)

Category | - Sources

1. Blades Construction Products, Inc., Stuben Crushed Stone
Division, RD 4, Bath, N Y. 14810; (716) 324-3636; quarry at bath,
NY; rock formation, Wscoy graywacke and sandstone; listed for
Type A stone production; Specific Gavity: 2.56; |nspected and
tested in 1976 by the Buffalo District.
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2. County Line Stone Co., County Line Road, Akron, N Y. 14001
(716) 542-5435; quarry at Akron, NY, rock formation, Onondaga
linestone; listed for Type A stone production; Specific gravity:
2.67. Inspected by the Buffalo District in 1991 and tested
suitable for stone use by ORD in 1995.

3. Dolomite Products, 1150 Penfield Rd., Rochester, N'Y. 14625,
(716) 381-7010; quarry at Penfield, NY; rock formation, Lockport
dolomte; listed for Type A stone production; Specific gravity:
2.64. Inspected by the Buffalo District in 1995 and tested
suitable for stone use by ORD in 1995.

4. Hanson Aggregates, P.O Box 151, Honeoye Falls, N'Y. 14472
(716) 624-3800; quarry at Honeoye Falls, NY; rock formation is

Onondaga |imestone; listed for Type A stone production, Specific
gravity: 2.66. |Inspected and tested by the Buffalo District in
1991.

5. CGenesee LeRoy Stone Corp., 6896 Ellicott St., Pavillion, N.Y.
14525, (716) 343-1787; quarry at Stafford, N Y., rock formation
Onondaga |imestone first and second lifts for riprap; listed for
Type A stone production. Specific gravity: 2.64. Inspected by the
Buffalo District in 1995 and tested suitable for stone use by ORD
in 1995.

6. Shel by Quarry, 10830 Blair Rd., Medina, NY. 14104; (716)
798-4501; quarry at Shel by, NY; rock formation is Lockport
dolomte, listed for Type A stone production. Specific gravity:
2.62. Inspected by the Buffalo District in 1995.

b. The above does not represent a conprehensive listing of al
potential stone sources; others may exist. The sites listed as
potential sources of material have not been investigated with respect
to the availability of specific quantities and sizes of the material
required for the project. Listing of the sources herein before only

i ndi cates that there could be sone naterial in the source, if selected
zones and appropriate quarrying techniques are used, that nmeet all the
requi renents stipulated in the specifications. The listing of sources
and suppliers does not guarantee that the quality of sufficient
guantities of material necessary for this contract are avail able at any
of the sources listed nor does it guarantee that econonical production
can be obtained fromthat source.

c. Nothing herein is to be construed as inplying that sources listed
herein are actually interested in or capable of producing or offering
stone in the size, gradation, weights or quantities required or that
transportation fromthe source to the project is available. The
Contractor shall verify each source selected for its capability to
produce the quantity required of the quality, sizes, gradation, or

wei ghts stipulated in the specifications.
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PART 3 EXECUTI ON

3.

3.

1 METHOD OF REMOVAL
1.1 Renoval Pl an
The net hod of debris and silt renoval shall be the responsibility of the

Contractor, however the intended nethod rmust be submitted and approved by
the Contracting Officer prior to the commencenent of operations. At a

m ni mum the Contractor's Renoval Plan shall include the foll ow ng:
a. Specific details on equipnent to be utilized (types, sizes,
nunbers, uses, etc.).

b. Personnel to be utilized.
C. Det ai | ed schedul e of operations.
d. Sequence of work.

e. Anti ci pated nmet hods for acconplishing the work (floatable debris
and silt renmoval plans, cycle times, equiprment staging, procedure for
crossing river to access north and west banks, etc.).

f. Conti ngency plan to ensure conpletion of work within specified
performance period taking into account the potential for weather del ays.

Resuspensi on of sedinent into the waters of the river during the excavation
of silt shall be kept to a minimum The Contractor's intended met hod of
excavation shall mnimze di sturbance of adjacent material and provide for
cl ose coordination with the Dam Superintendent (M. Ben M odzi nski, phone
(585) 658-4220). This will assure that water rel eases occur at the
farthest discharge gate fromthe excavation. The silt and debris shall be
renoved in front of the damalong the width of the spillway, and this may

i nclude crossing the river to get to the North side or having equi pnent
that can reach fromthe access road. Additionally, the floatable debris

al ong the I og boomon the North side of the river shall be removed up to
El. 640. Debris shall not be permitted to pass through the sluice gates in
the dam These gates are to be clean and free of foreign material at
contract conpletion. The gravel access road, which is parallel and
directly adjacent to the upstreamface of the dam is intended to provide
the Contractor with progressive access to the material to be renmoved. Care
shall be taken to avoid any danage to the dam Repair of any danage shal
be the conplete responsibility of the Contractor.

1.2 Log Boom Br eachi ng

A I og boom consisting of tinmbers attached to a cable, is |ocated

approxi mately 1,000 feet upstream of the dam as shown on the contract

drawi ng. The Contractor shall exercise care when untangling and renovi ng
the debris fromthe | og boom and renoving debris and silt fromthe area
described in the paragraph entitled "MATERIAL AND LIM TS OF REMOVAL."
Historically, the | og boom has been breached by burying and protecting a
section of the boomto be driven over. The Contractor shall be responsible
for protecting the | og boom during breaching operations and for properly
uncovering the buried section and ensuring that the boomfloats freely at
the project's conpletion and/or at the direction of the Contracting
Oficer. This | og boom breaching and uncovering procedure nay be required
on nore than one occasion during the period of performance. Any danage
that occurs to the | og boom due to these renoval operations shall be
repaired by the Contractor, at his expense, to the satisfaction of the
Contracting O ficer.
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3.

3.

2 DI SPOSAL OF MATERI AL
2.1 Silt

The Contractor shall renmove silt fromalong the dam s upstream face and
spread all silt, which does not contain tinmber or other debris, in areas
approved by the Contracting Oficer on the southeast side of the river.
Grading of silt shall be performed in such a manner as to evenly distribute
the material and to minimze the creation of nounds al ong the gorge bottom

Records indicating the quantity of silt spread shall be submitted to the
Contracting Officer on a daily basis, attached to each day's Quality
Control Report, in accordance with Section 01451, "CONTRACTOR QUALITY
CONTROL" .

. 2.2 Fl oat abl e Debri s

The Contractor shall renove and di spose of all the floatable wooden debris
at a site off the Government reservation. The wood material shall be
converted into wood chips, no larger than four (4) inches in |ength.

Records indicating the quantity of floatable debris renoved shall be
submtted to the Contracting Officer on a daily basis, attached to each
day's Quality Control Report, in accordance with Section 01451, " CONTRACTOR
QUALI TY CONTROL".

.2.3 Non-f| oat abl e Debri s

Al'l other non-floatable debris, such as rubber tires, mscellaneous trash,
etc., shall be renoved and properly disposed of at an upland New York State
Depart ment of Environnmental Conservation (NYSDEC) permitted site supplied
by the Contractor. The Contractor shall subnit to the Contracting Oficer
a map illustrating the location of this upland disposal facility and a copy
of the NYSDEC Permit. Records indicating the quantity of non-fl oatable
debris renoved shall be submitted to the Contracting Officer on a daily
basis, attached to each day's Quality Control Report, in accordance wth
Section 01451, "CONTRACTOR QUALITY CONTROL".

.3 GRADI NG OF THE ACCESS ROAD

The Contractor shall grade and dress the existing access road to the
typi cal cross-sections shown on the contract drawing. The material to be

used in the grading and dressing of the access road shall be stone fill, as
descri bed in paragraph entitled "CRUSHED STONE FI LL" The stone shall be
free fromall organic matter and del eterious material. The road surface

shal |l be graded down to the existing gravel, to renove any silt and debris
whi ch has accumul ated. Stone shall be placed in maximumlifts of 30 inches
and be conpacted by a m ni mum of four (4) passes of construction equi pnent
over each lift. A vertical tolerance of +/- six (6) inches will be

allowed. Certified waybills and delivery tickets for all stone used shal

be submitted to the Contracting Oficer on a daily basis, attached to each
day's Quality Control Report, in accordance with Section 01451, " CONTRACTOR
QUALI TY CONTROL".

-- End of Section --
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